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Figure 1. (a) TEM image of the ormosil showing the mesoporous network formed from the interconnected ormosil clusters. (b) SEM image of the
pyrene doped mesoporous ormosil thin film. The inset is the higher-magnification SEM image of the same film revealing the highly porous structure.

Table 1. Physical Properties and | ./l,,,, Ratios of Pyrene Doped Porous and Nonporous Ormosil Thin Films

film thickness (nm) refractive index (n;) at 600 nm porosity (%) water contact angle (deg) I /Ionat O h L. /L on after 24 h
F1 108 1.112 73.3 128.0 + 1.6 1.21

F2 251 1.166 60.5 135.7 + 1.5 4.09 343

F3 1202 1.206 S1 145.0 + 2.0 7.28

NPF* 275 142 108.1 + 0.6 0.76 0.12

“Nonporous film.

solution. Static water contact angles of the films were measured with a
contact angle meter (OCA 30, Dataphysics). A 4 uL water droplet was
used for each measurement and ten measurements were performed for
each film. Laplace—Young fitting was applied to obtain contact angle
values. Thickness and refractive indices of the films were determined
with an ellipsometer (V-Vase, J.A. Woollam) in the range from 400 to
1000 nm. Cauchy model (n(4) = A + B/A* + C/A*) was applied to
calculate the refractive index and thickness values from the
experimental data.

B RESULTS AND DISCUSSION

Preparation of Pyrene-Doped Mesoporous Ormosil
Thin Films. We prepared pyrene-doped ormosil thin films by
slightly modifying our previous works.””*"** In the first step,
we prepared ormosil gels by using MTMS monomer via a
template-free sol—gel method. We dissolved certain amount of
pyrene in DMSO and added to the starting reaction solution of
the gel. During the gelation, pyrene molecules were physically
encapsulated in the porous ormosil network. In the second
step, we broke down the gel network by ultrasonication in
order to obtain ormosil sol, which is suitable for thin film
deposition. In the final step, we coated the ormosil sol onto
glass substrates via spin-coating method. For control experi-
ments, we also prepared nonporous ormosil thin films by using
MTMS monomer and pyrene.

The structure of pyrene-doped ormosil colloids was
investigated with transmission electron microscope (TEM).
TEM image shows the mesoporous network, which is formed
from interconnected ormosil particles (Figure 1la). Surface
morphology of the pyrene-doped mesoporous ormosil thin film
was investigated with a scanning electron microscope (SEM).
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SEM image shows uniform and highly porous film structure
(Figure 1b). The surface of pyrene doped nonporous film was
also characterized with SEM. SEM image indicates nonporous,
dense and smooth structure of the film (see Figure S1 in the
Supporting Information). Thicknesses and refractive indices of
the films were measured with a spectroscopic ellipsometer.
Thicknesses were found to be 251 and 275 nm and the
refractive indices (at 600 nm) were measured as 1.166 and 1.42
for porous and nonporous ormosil films, respectively. Using the
measured refractive indices of the films and eq 1 (np, n, and ny
are the refractive indices of porous film, air and nonporous film,
respectively), the porosity of the porous ormosil thin film was
calculated to be 60.5%.

porosity= 6, m,)(S 1) W
We also prepared porous ormosil thin films with different
thickness by simply changing the concentration of the thin film
deposition solution. Reduction in the porosity of the films with
increasing thickness was observed that is due to the looser
packing of the ormosil colloidal particles in diluted ormosil
colloids (Table 1). In addition, surface hydrophobicity of the
porous and nonporous films were characterized by measuring
the water contact angles of the films. Contact angle values of
the coatings was observed to increase (from 128 up to 145°)
with the increasing thickness, which is due to the difference in
the surface topography of the coatings (i.e., surface roughness)
(Table 1).>' The nonporous film had a lower contact angle
value of 108° than porous films, which is due to its smooth
surface structure.
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Absorption spectrum of pyrene in ormosil colloidal solution
confirms the existence of pyrene molecules in the ormosil
network. Absorption spectrum of pyrene consists of a strong
peak at 336 nm and a weaker peak at 321 nm, which are
consistent with the vibration bands of pyrene (Figure 2).* Two
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Figure 2. Normalized absorption spectrum (blue) of pyrene-doped
ormosil colloid and normalized fluorescence spectrum (red) of pyrene-
doped ormosil thin films (Excitation wavelength is 340 nm).
Absorption spectrum consists of a sharp peak at 336 nm and a
weaker peak at 321 nm. Monomer emission consists of three
individual peaks at 373, 385, and 394 nm. Excimer emission is the
broad band centered at around 470 nm. The inset shows the
photograph of a pyrene-doped ormosil thin film on glass substrate.
The photograph was taken under UV-light illumination and the bright
blue emission corresponds to pyrene excimer emission.

characteristic emission bands of pyrene were observed in the
porous ormosil film (Figure 2). First main band consists of
three separate peaks at 373, 385, 394 nm indicating the
presence of pyrene monomers. Second is the broad band with a
fluorescence maximum at around 466—470 nm and corre-
sponds to the formation of excimers through 7—z* interaction
between two pyrene molecules.* Excimer emission of the
porous film was very intense compared to monomer emission,
suggesting that most of the pyrene molecules were in close
proximity, which favored formation of excited dimers. It is
important to note that this high excimer to monomer signal
ratio was simply achieved by the physical encapsulation of
pyrene molecules in the porous ormosil network. Also, the
bright blue emission that originated from excimer formation
was observed visually under UV light illumination (see the inset
in Figure 2).

To investigate pyrene excimer formation conditions in more
detail, we prepared several thin films with different pyrene
concentrations. As the pyrene concentration increased, both
monomer and excimer emission intensities increased (Figure
3a). A weak excimer emission for the film prepared by using
ormosil sol with 0.52 mM pyrene was observed due to lack of
m—n* stacking between pyrene molecules in this dilute
condition. When pyrene concentration was increased to 2.07
mM or above, brighter excimer emission was observed. The
concentration dependent enhancement of excimer emission
signal can be attributed to the decreasing distance in between
pyrene molecules at higher concentration and consequently
increasing 7—n* stacking possibility between pyrene molecules.
We also calculated the ratios of excimer emission intensity to
monomer emission intensity (Iy/Inon) for varying pyrene
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Figure 3. Effect of pyrene concentration on excimer emission
intensity. (a) Fluorescence spectra of the films containing different
amounts of pyrene. Excimer emission is poor for the films containing
0.52 and 1.04 mM of pyrene. For higher dye concentrations brighter
excimer emission is clearly observed. (b) Ratio of the excimer emission
intensity to monomer emission intensity (Io./Ino,) With respect to
pyrene concentration. (intensities at 470 and 394 nm in the spectra
given in (a) were considered for excimer emission and monomer
emission, respectively). There is an exponentially increasing behavior
in the I.../I o, ratio with respect to the pyrene concentration.

concentration. It is clear that I../I ., ratio exponentially
increased with increasing pyrene concentration (Figure 3b).
The I.,./I 0, ratio was 0.46 for the film with 0.52 mM pyrene
indicating poor excimer formation. On the other hand, it was
4.09 and 14.34 for the films containing 4.14 and 829 mM
pyrene, respectively, suggesting that there were sufficient
pyrene molecules to closely interact and form excimer emission
upon excitation by light. Accordingly, we determined an
optimum pyrene concentration to be 4.14 mM in order to
obtain bright excimer emission and we used this pyrene
concentration in the rest of the study. We also investigated the
effect of film thickness on I /I ratio and we observed a

reduction in the I, /I, ratio with decreasing film thickness
(Table 1). This was probably due to the increased leakage of
pyrene molecules from the ormosil network with the addition
of methanol which was used for dilution. In addition, we
prepared a nonporous film using the same pyrene concen-
tration as the porous film which contained 4.14 mM pyrene in
order to investigate the effect of porous structure on the
stability of excimer emission. We did not study the relationship
between the I../I., ratio and pyrene concentration for the
nonporous film because we observed very low and rapidly
decaying I, /I .., with these films, which will be discussed
below in detail.

Stability of the Excimer Emission. Stability of excimer
emission was studied by measuring the emission intensities of
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porous and nonporous films at different time intervals.
Fluorescence measurements were conducted immediately
after spin-coating and accepted as the 0 h measurement in
which the solvent did not fully left the film. Initially, porous
ormosil film demonstrated a bright excimer emission with a
high I./Ion ratio of 4.09 (Figure 4a). On the other hand,
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Figure 4. Stability of the pyrene excimer emission in ormosil thin
films. (a) Fluorescence spectra of porous film with respect to time. (b)
Fluorescence spectra of nonporous film with respect to time. (c)
Change in the I,/I,, ratios calculated by the values in the spectra
given in a and b, for porous and nonporous films, respectively. Porous
film has significantly higher I, /I, value and slower emission decay

compared to nonporous film.

nonporous film had a significantly lower I, /I, ratio of 0.76
(Figure 4b). More importantly, excimer emission intensity of
the nonporous film decayed within 2 h. Porous ormosil film, on
the other hand, revealed very slow decrease in the excimer
emission compared to the nonporous film. Although the
excimer emission signal of the porous film decreased gradually
with time, it demonstrated very bright excimer emission even
after 1 week. Figure 4c shows the change in the I, /I, ratio of
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porous and nonporous films with respect to time. As previously
mentioned, the I, /I, ratio of the nonporous film decreased
rapidly and reached 0.12 within 1 day. The I./I,,., ratio of
porous film decreased sharply from 4.09 to 3.78 in the first 2 h
and to 3.43 in 1 day, which may be due to the rapid solvent
evaporation from the as-prepared films (Table 1). After 2 h, the
decrease in the emission slowed down and reached a constant
rate, and then after 1 week, a high I, /I, ratio of 2.21 was
observed for the porous film. Furthermore, we measured a high
Iw/Inon ratio of 1.6 for a porous film stored at ambient
conditions for two months, which indicates the good stability of
excimer emission in nanoporous films (see Figure S2 in the
Supporting Information). We also studied vacuum drying of the
porous films in order to investigate the effect of drying
conditions on the excimer emission signal. After spin-coating,
we kept one film at 25 °C in a vacuum oven and another one at
room temperature and pressure. We observed that excimer
emission of the vacuum-dried film was much lower than that of
the ambient-dried film (see Figure S3 in the Supporting
Information).

It is believed that hydrophobic and nanoporous ormosil
network act as geometrical barrier against the dissociation of
pyrene dimers during solvent evaporation and thus greatly
promotes excimer formation. It is important to note that
investigation of the excimer emission stability of pyrene or its
derivatives is missing in most of the previous studies.'*'”'%3*35
Herewith, our results show the importance of investigation of
time-dependent excimer formation ability in order to produce
thin films with long-lived excimer emission signal.

Nitro-explosive Sensing. We analyzed TNT sensing
performances of porous films by keeping the films in a closed
vial saturated with TNT vapor and measuring their fluorescence
intensities after certain time intervals. Fluorescence quenching
based TNT sensing mechanism with pyrene is illustrated in
Scheme 1. Pyrene-doped ormosil film emits light at around 470
nm when it is excited at 340 nm in the absence of TNT. When
TNT interacts with pyrene, the excited electron in the pyrene is
transferred to the LUMO of the TNT molecule instead of
relaxing back to the ground state. As a result, in the presence of
TNT, emission of the film is quenched because of the
photoinduced electron transfer between TNT and pyrene."

TNT sensing performances of three porous ormosil films
with different thicknesses (Table 1) were evaluated. We
observed a high fluorescence quenching efficiency for the F1
film against TNT; 32% after 10 s and 87.4% after S min (Figure
Sa). On the other hand, for thicker films, the quenching
efficiencies were lower; for F2 and F3 (see Figure S4 for F2 and
Figure SS for F3, in the Supporting Information), which were
as 18.2 and 8.0% after 10 s, respectively (Figure Sb). The
highest quenching efficiency was obtained with F1, although it
had the lowest I, /I, ratio. The higher quenching efficiency
of F1 can be attributed to its higher porosity and lower
thickness, which provide a higher TNT diftusion rate.

To compare the decay of pyrene excimer emission with its
quenching in the presence of TNT, we calculated 50%
reduction times of initial emission intensities for F2 film.
Fifty percent of the initial excimer emission decayed within
approximately 6 days (Figure 4a). On the other hand, in the
presence of TNT, 50% quenching took only ~150 s (Figure
Sb), which indicates that quenching by TNT was approximately
3 X 10° times faster than decay of the excimer emission.
Therefore, pyrene-doped mesoporous ormosil thin films can be
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Figure S. TNT quenching performances of porous ormosil thin films.
(a) Time-dependent fluorescence quenching of the F1 film via
exposure to TNT, indicating 32 and 87.4% quenching for 10 s and §
min, respectively. (b) Fluorescence quenching efficiencies of the F1,
F2, and F3 films for different exposure times. Fluorescence quenching

efficiency is depended on the film thickness and F1, the thinnest film,
showed the highest quenching efficiency.

used for sensing TNT vapor by monitoring the fast quenching
of excimer emission.

In addition, the intense blue excimer emission enabled
naked-eye detection of the nitro-explosives. Figure 6 shows

S S ———— T S —— r—
300 Time (s)

Figure 6. Visual detection of TNT vapor. Photographs taken under
UV light illumination show the F1 films, which were exposed to TNT
vapor for different durations. A significant quenching in the excimer
emission was observed even after 30 s.

emission of F1 films under UV-light illumination after they
were exposed to TNT for different durations. The rapid
fluorescence quenching of F1 film against TNT vapor can be
visually observed from the photographs. Even after exposure to
TNT for 30 s, there was a considerable decrease in the bright
blue emission of F1 and after 5 min, almost all emission was
quenched.

Selectivity of the Sensor. After demonstrating the
sensitivity of the sensor film against TNT vapor, we tested
the sensor with other nitroaromatic explosives; DNT and NB,
and with also several volatile aromatic and nonaromatic
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compounds using F2 films (Figure 7). Fluorescence quenching
efficiencies of the films against DNT and NB were 39.2 and

Quenching Efficiency (%)

Figure 7. Selectivity of the pyrene-doped porous ormosil films against
nitro-explosive vapors. Films have higher quenching efficiency for
nitro-explosives compared to various analytes indicating good
selectivity of the films. Nitro-explosives largely quenched the
fluorescence of F2 films. On the other hand, fluorescence of the
films were not quenched significantly by toluene, ammonium nitrate,
benzene, benzoic acid, sodium hydroxide, 3,4-DHBA, and methanol.

16.2% after 30 s and 88.2 and 66.7%, after S min, respectively.
Note that the quenching efficiencies of the F2 film against TNT
after 30 s and S min were 31.5 and 68.2%, respectively (Figure
Sb). The higher quenching efficiency of DNT can be attributed
to its higher vapor pressure (100 ppb) compared to TNT (S
ppb) at room temperature.”> On the other hand, NB showed
lower quenching efficiency although its vapor pressure (~150
ppm) is considerably higher compared to TNT and DNT.'*
Besides vapor pressure, the exergonicity of electron transfer
between pyrene and nitroaromatic compounds affect the
quenching performance of nitroaromatics.”**® NB has higher
LUMO level compared to TNT and DNT due to the lower
number of nitro (NO,) groups which makes its reduction
potential higher and electron accepting ability lower. Orbital
energy matching of the LUMO levels of pyrene and NB is not
as good as that of pyrene and TNT or DNT.*”** Therefore,
NB resulted in a lower quenching efficiency. Lastly, exposure of
the sensor to toluene, ammonium nitrate, benzene, benzoic
acid, sodium hydroxide, 3,4-DHBA, and methanol did not
result in a significant fluorescence quenching, indicating the
good selectivity of the sensor toward nitroaromatic explosives.

Reusability of the Sensor. Reusability is an important
sensor parameter, which is desired to develop cost-effective
sensors. Thus, we examined the regeneration of fluorescence
signal of an F2 film after it was quenched with TNT vapor. In
order to recover the fluorescence signal, the film was simply
immersed in water and washed for 10 min and then left to dry
at room temperature for additional 10 min. In the first recovery
step, the fluorescence signal of F2 was not completely
recovered (Figure 8a). Because the film was hydrophobic,
presumably water could not penetrate through the pores of the
film and consequently could not remove all the attached TNT
molecules. Nevertheless, there was a significant intensity
difference between the quenched and the recovered states

dx.doi.org/10.1021/am406035v | ACS Appl. Mater. Interfaces 2014, 6, 4997—5004
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Figure 8. (a) Fluorescence signal quenching and recovery cycles for
the F2 film. (b) Fluorescence spectra recorded before the first
quenching and after the fifth recovery step of the tested film. The film
still has a considerably high excimer emission after the fifth
regeneration cycle, which indicates that the film is suitable for further
use.

that enables accurate sensing of TNT. Interestingly, after the
first recovery cycle, fluorescence of F2 was almost completely
recovered for at least four additional cycles. As shown in Figure
8b, after the fifth cycle, the film still had very strong emission,
suggesting the reusability of pyrene-doped ormosil thin film

Sensors.

B CONCLUSIONS

We described the preparation of porous ormosil thin films with
bright and stable pyrene excimer emission via a facile sol—gel
process. Excimer emission is stronger and more stable in
porous films, whereas it is weak and disappears rapidly in their
nonporous counterparts. Excimer emission of nonporous film
decays within two hours whereas excimer emission of porous
film is stable at least for 2 months. Mesoporous films exhibit
rapid fluorescence quenching response against nitro-explosives.
More importantly, fluorescence response of the films can be
observed by naked eye. Films did not demonstrate any
fluorescent quenching when exposed to other various analytes,
indicating the good selectivity of the sensor for nitroaromatic
explosives. Furthermore, fluorescence signal of the films can be
regenerated by simply washing the films with water. We
demonstrated that the films can be used for five TNT sensing
and signal recovery cycles. We believe that pyrene-doped
mesoporous ormosil thin films present a promising sensor
platform with their high surface area, easy synthesis, cost-
effectiveness and reusability.
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Schematic representation of pyrene-doped ormosil gel
preparation and thin film deposition steps. (SEM) image of
pyrene doped nonporous film. Fluorescence spectrum of a
pyrene doped porous ormosil film stored at ambient conditions
for two months. Fluorescence spectra of pyrene doped porous
ormosil films dried at ambient pressure and at vacuum. Time-
dependent fluorescence quenching of the F2 film against TNT
vapor. Time-dependent fluorescence quenching of the F3 film
against TNT vapor. This material is available free of charge via
the Internet at http://pubs.acs.org.
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Scheme S1: Schematic representation of pyrene doped ormosil gel preparation and thin film

deposition steps.
Figure S1: Scanning electron microscopy (SEM) image of pyrene doped nonporous film.

Figure S2: Fluorescence spectrum of a pyrene doped porous ormosil film stored at ambient

conditions for two months.

Figure S3: Fluorescence spectra of pyrene doped porous ormosil films dried at ambient pressure

and at vacuum.
Figure S4: Time-dependent fluorescence quenching of the F2 film against TNT vapor.

Figure S5: Time-dependent fluorescence quenching of the F3 film against TNT vapor.
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Scheme S1. Preparation of pyrene doped ormosil gel via a template-free sol-gel process, which is
composed of hydrolysis and condensation reactions, followed by thin film preparation via spin-

coating method.

Figure S1. Scanning electron microscopy (SEM) image of the pyrene doped nonporous film

indicating a smooth and dense structure.

Beyazkilic, Yildirim & Bayindir | bg.bilkent.edu.tr | Pyrene-based Nitro-explosive Detection S2



150

100

Intensity (a. u.)

50

T g T g T : T T T
400 450 500 550 600
Wavelength (nm)

Figure S2. Fluorescence spectrum of a pyrene doped porous ormosil film stored at ambient

conditions for two months. The Iexe/Imon ratio of the film is calculated to be 1.6.
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Figure S3. Effect of vacuum drying on the excimer emission signal. Fluorescence spectra of pyrene
doped porous ormosil films dried at ambient pressure and at vacuum. Excimer emission of the
vacuum-dried film is lower than that of the ambient-dried film due to dissociation of pyrene dimers

during rapid solvent evaporation at vacuum condition.
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Figure S4. Time-dependent fluorescence quenching of the F2 film against TNT vapor. Quenching

efficiency was 18.2% after 10 seconds which is lower compared to the quenching efficiency of the

F1 film since the F1 film is thinner and more porous enabling easier diffusion of TNT molecules

through the film.
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Figure S5. Time-dependent fluorescence quenching of the F3 film against TNT vapor. Quenching

efficiency was 8.0% after 10 seconds which is attributed to the decreased porosity and lower

diffusion rate of TNT molecules with increasing film thickness.
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